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LIGHT SPECIFICATIONS RED STAGE

Lighting desk
On request

Lighting dimmers

Concert Stage
Back conventional
Back moving lights
Left side lights
Right side lights
Front lights

Floor lights
Blinders

Haze

Strobe

Dance floor
Moving lights

Smoke

Note:

GrandMA3 light

High End Road Hog 4

Avolites Expert Pro with touch wing

84 Fixed Channels MA Digital Dimmers 2,3kW each
12 Mobile Channels MA Digital Dimmer 2,3kW each

52 x Thomas PAR64 NSP TkW each

6 x Thomas PAR64 short nose ACL set
12 x Robe MMX WashBeam

8 x Robe MMX Spot

4 x HES Color Commands

4 x HES Color Commands

16 x ADB Niethammer HPZ 211 D 11-22° 2kW
4 x Robert Juliat 329 16-72° 2kW

8 x Thomas PAR64 short nose MFL TkW
5 x Two Lite

2 x MDG ATMe

6 x Martin Atomic

8 x Robe MMX Spot
14 x Robe 800 LEDWash
2 x Martin JEM ZR44

- All lights are on Prolyte H40R truss. All trusses are 12 meters in length

* Hoists are Prolyft AETOS 500kG D8+
* We have one 12 meter wide backdrop track with 250kG lifting capacity

* Front lights are on bridges

* There will be a lighting technician present

- Please fill in your color preference and mail it back to us one day prior to showdate
- Late arrivals will be deducted from sound & light check time

- Stage dimensions: 18 x 9 meters including wings, 12 x 8 meters excluding wings

For technical information contact Robbie van Reen: lights@doornroosje.nl
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